
0330 123 3773

INDUSTRIAL HEATING OIL

The perfect fuel solution for  
industrial boilers and furnaces



We believe excellent service before and after your order is key to both your 
success and our own. With over 60 years of experience in the fuel industry 
and first-class customer service, there’s no one more qualified to support 
your industrial heating needs.

As a nationwide, family-run fuel supplier with a large fleet of tankers, you 
can expect a speedy, reliable service, with all deliveries made within 24-48 
hours from our range of depots located across the UK. You can also enjoy 
fuel deliveries from a certified carbon neutral supplier with our entire  
delivery fleet run on HVO fuel.

Moreover, if you’re running short and need an urgent top up, you can order 
your industrial heating oil day and night thanks to our emergency delivery 
service.

You can enjoy...

• Over 60 years of industry experience
• A dedicated account manager for one-to-one support
• Next day nationwide delivery
• 24/7 support, 365 days a year
• Competitive prices and credit terms
• Data reporting tailored to your needs
• Online billing and accounts portal
• Deliveries from a certified carbon neutral supplier

When you become a Speedy Fuels customer, you’ll be 
connected with a fuel specialist, given a quick quote and 
delivery timescale, and advised on the best heating  
solution for your business’s individual requirements.

We supply all our products nationwide. Call 0330 123 3773 
today to find out more.



EXPLORE THE BENEFITS OF IHO

Speedy Flame (IHO) can be used as a cost-effective, drop-in alternative 
to Class A2 or Class D Gas Oil. There is no need for unwanted downtime 
in order to make the switch, it is totally miscible with gas oil. Other features 
include:

• Compatible with BS2869 Class A2 10 ppm & Class D 1000 ppm   
 (except for Cetane Value) – British standard for heating oil

• Equal calorific value and physical properties to gas oil – giving you   
 the same heat output as red diesel but for less money

• Completely miscible with gas oil - no need to empty fuel     
 tanks with red diesel

• Reduced sulphur content with lower acidic flue gas emissions up to   
 50%

• Low CFPP/pour point, providing year-round performance

• No burner modifications required

• Contains multifunctional additives – provides fuel system cleanliness   
 and corrosion protection, reduced emissions and combustion chamber  
 deposit control

Parameter Unit Minimum Maximum Typical 

Appearance -

Clear and 
bright, pale yel-
low. Free from 
visible  
sediment. 

- Pass

Density at 15oC Kg/m3 0.820 - 0.830
Kinematic viscosity at 
40oC

mm2/s 1.5 5.0 2.4

Carbon residue 
(Ramsbottom on 10%  
residue)

% (m/m) - 0.30 <0.3

Flash point (PMCC) oC 45 - 58
Water content mg/kg - 200 100
Particulate content mg/kg - 10 <10
Ash content % (m/m) - 0.01 <0.01
Sulphur content % (m/m) - 0.10 0.05
Copper corrosion 
(3hrs at 50oC)

Class - 1 1

CFPP
- Summer
- Winter

oC 
oC

- 
-

-4 
-12

-25 
-25

Strong acid number mgKOH/g - Zero Zero
Oxidation stability g/m3 - 25 <25
Fatty Acid Methyl Ester 
(FAME content)

% (v/v) - -
None  
added

Gross Calorific Value 
MJ/kg 
MJ/litre

- 
-

- 
-

46.00 
38.00

Lubricity at 60oC 

HFRR
μm - 460 300

IHO TECHNICAL SPECIFICATIONS



T: 0330 123 3773W: speedyfuels.co.uk

THE FUEL EXPERTS

Secure your IHO today!

http://speedyfuels.co.uk

